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Sr. No. Description of work Qty Unit Rate (In Figures & Words) Amount (In Figures & Words)

1 Providing and laying position cement concrete of specified grade  

excluding the cost of centering and shuttering –All work up to floor V level

1.1 1:5:10 (1 Cement : 5 coarse  sand(zone-III)10 Graded stone aggregate 40 

mm nominal size).

12.00 Cum

1.2 1:1.5:3 (1 Cement : 1.5 coarse sand  (Zone-III) : 3 graded stone aggregate 

20 mm nominal size).

12.00 Cum

2 Reinforced cement concrete work in beams suspended floors roofs having 

slop up to 15 Degree landings, balconies, shelves, chajjas, lintels bands, 

plain window sills, staircases and Spiral stair cases above plinth level up to 

floor five level, excluding the cost of centering shuttering, finishing and 

reinforcement, with 1:1.5:3(1 cement: 1.5 coarse sand(zone-III): 3 graded 

stone aggregate 20 mm Nominal size)

2.00 Cum

3 Centering and shuttering including strutting , propping etc. and removal of 

form for all heights and all locations.

20.00 Sqm

4 Steel reinforcement for R.C.C work including straightening, cutting, 

bending, placing in position and binding all complete. 
(i) Hard drawn steel wire fabric 100.00 Kg

(ii) TMT Bars 120.00 Kg

5 Smooth finishing of the exposed surface of R.C.C work with 6 mm thick 

cement mortar 1:3(1 Cement : 3 Fine sand)

100.00 Sqm

Name of Work: Renovation of Toilet & Bathroom of Mukarji West Boys Block & Rudra North Girls Block at St Stephen’s College

Schedule of Quantities 
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6 Providing and fixing in position factory made precast RCC M 40 fixing with 

hold fast embedded in 1:3:6 concrete block doors and windows frames 

having smooth finish as per IS : 6523 with reinforcement of 3 Nos, 6 mm 

dia main bars tied with 3 mm M.S stirrups placed @ 200 mm C/C and 6 

numbers high strength polymer blocks of required size for fixing  hinges 

including providing 6 no specially designed M.S galvanized sleeves for 

accommodating 6 mm dia fully threaded bolts for fixing hold fast on 

vertical members, providing suitable arrangement for  receiving s sliding 

door bolts etc. all complete, as per the direction of Engineer –in-charge. 

The frame shall be measured in running meter correct to two places of 

decimal,Door frame 100mmx60mm

120.00 Metre

7 Half brick masonry with common burnt clay F.P.S (non modular) bricks of 

class designation 7.5 in superstructure above plinth level up to floor V 

level.
7.1 Cement mortar 1:4 (1 Cement:4 Coarse Sand)

8 Providing and fixing 18 mm thick gang saw cut, mirror polished 

premoulded and prepolish, machine cut for kitchen plateforms vanity 

counters, window sills, facias and similar locations of required size, 

approved shade, colour and texture laid over 20 mm thick base cement 

mortar 1:4 (1 Cement:4 Coarse Sand) Joints treated with White Cement 

mixed with matching pigment epoxy touch ups, including rubbing, curing 

molding and polishing to edges to give high gloss finish etc.complete at all 

levels. Granite of any colour and shade Area of slab over 0.50sqm.

55.00 Sqm

9 Extra for fixing marble/granite stone, over and above corresponding basic 

items, in facia and drops of width up to 150 mm with epoxy resin based 

adhesive, including cleaning etc.complete.

16.00 Metre

10 Extra for providing opening of required size & shape for wash basin/ 

kitchen sink in kitchen plate form, vanity counter and similar location in 

marble/granite/stone work, including necessary holes for pillar taps etc. 

Including molding, rubbing and polishing of cut edges etc. complete.

12.00 Each

11 Providing and fixing ISI marked  M.S pressed butt  hinges bright finished 

with necessary screws etc. complete : 100x58x1.90mm

60.00 Each

150.00 Sqm
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12 Providing and fixing ISI marked oxidized M.S sliding door bolts with nuts 

and screws etc. complete 250x16mm

25.00 Each

13 Providing and fixing ISI marked oxidized M.S tower bolt black finish, (barrel 

type) with necessary screws etc. complete:

13.1 250x10mm 25.00 Each

14 Providing and fixing aluminum  handles , ISI marked anodized ( anodic 

coating not less than grade AC 10 as per IS: 1868) transparent  or dyed to 

required colour and shade, with necessary screws etc. complete :  125mm

30.00 Each

15 Providing and fixing to existing door frames.30 mm thick fiberglass 

reinforced plastic (F.R.P) flush door shutter in different plain and wood 

finish made with fire retardant grade unsaturated polyester resin, molded 

to 3mm thick FRP laminate all around with suitable wooden blocks inside 

at required places for fixingof fittings and polyurethane foam 

(PUF)/polystyrene foam to be used as filler material throughout the hollow 

panel, casted monolithically with testing parameter of F.R.P laminate 

conforming to table-3 of IS: 14856 complete  as per direction of Engineer-

in-charge

50.00 Sqm

16 Providing and fixing Ist quality ceramic glazed wall tiles conforming to IS : 

15622( thickness to be specified by the manufacture), of approved make, 

in all colors, shades of  any size as approved by Engineer –in – charge, in 

skirting risers of steps and dados, over 12 mm thick bed of cement mortar 

1:3 (1 Cement: 3 coarse sand ) and jointing with grey cement slurry @ 

3.3kg per sqm including pointing in white cement mixed with pigment of 

matching shade complete.

180.00 Sqm

17  12 mm  cement  plaster of Mix : 1:6 (1 cement : 6 coarse sand) 70.00 Sqm

18 15 mm Cement plaster on rough side of single  or half brick wall of mix : 

1:6 (1 cement : 6 coarse sand)

70.00 Sqm

19 White washing with lime to give an even shade : New work (three or more 

coats)

450.00 Sqm
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20 Painting with synthetic enamel paint of approved  brand and  manufacture 

to give an even shade : Two or more coats on new work

130.00 Sqm

21 Cutting holes of required size in brick masonry wall for fixing of exhaust 

fan including providing and fixing 300 mm dia pvc pipe conforming BIS-

12818 and making good the same etc. complete as per direction of 

Engineer –in-charge. 

12.00 Each

22 Dismantling W.C pan of all Sizes including (Indian / European) disposal of 

dismantled materials I/C malba all complete as per directions of Engineer-

in-charge 

12.00 Each

23 Demolishing cement/ lime concrete, manually/ by mechanical means 

including disposal  of  material within 50 meters lead as per direction of 

Engineer –in –charge(concrete  of all mix)

12.00 Cum

24 Demolishing brick work including tiles/plaster finish on both side of wall 

manually /by mechanical means including stacking of serviceable material 

and disposal of unserviceable material within 50 meters lead as per 

direction of Engineer-in –Charge
24.1 In cement mortar 20.00 Cum

25 Dismantling doors windows and clerestory windows( steel or wood) 

shutter including chowkhats, architrave, holdfasts etc. complete and 

staking within 50 meters lead : of area 3 sq. meters and below

15.00 Each

26  Taking out doors, windows and clerestory windows shutters (steel or 

wood) including stacking within 50 meters lead : : of area 3sq meters and 

below

25.00 Each

27 Dismantling old plaster or skirting raking out joints and cleaning the 

surface for plaster including disposal of rubbish to the dumping ground 

within 50 meters lead.

170.00 Sqm

28 Disposal of building rubbish/malba/similar unserviceable, dismantled or 

waste materials by mechanical means, including loading,transporting, 

unloading tooutside college campus, beyond 50 m initial lead, for all leads 

including all lifts involved. 

16.00 Cum



ID NO. 1/18

29 Dismantling G.I. pipes including stacking of pipes within 50 meters lead as 

per direction of Engineer-in –charge. All nominal bore.

150.00 Meter

30 Dismantling C.I pipes, breaking lead caulked joints, including stacking of 

pipes & lead at site within 50 meter lead as direction of engineer-in-

charge:

100.00 Meter

31 Providing and laying matt finished vitrified tile of size 300x300x9.8mm 

having water absorption less than 0.5% and conforming to IS:15622 of 

approved make in all colors and shades in floors, laid on 20mm thick base 

of cement mortar 1:4(1 cement:4 coarse sand) in all shapes & patterns 

including grouting the joints with white cement mixed with matching 

pigments etc. complete as per direction of Engineer-in-charge.

120.00 Sqm

32 Providing and fixing water closet squatting pan (Indian type W.Cpan) with

100mm sand cast iron P or S trap,10 litre low level white P.V.C flushing

cistern, including flush pipe, with manually controlled device (handle lever)

conforming to IS: 7231, with all fittings and fixtures complete, including

cutting and making good the walls and floors wherever required: white

vitreous china Orissa pattern W.C pan of size 580x440 mm with integral

type foot rests.

6.00 Each

33 Providing and fixing white vitreous china pedestal type water closet (European 

type W.C pan) with seat and lid, 10 liters low level white P.V.C flushing cistern, 

including flush pipe with manually controlled device (handle lever) conforming to 

IS, with all fitting and fixtures complete, including cutting and making good the 

walls and floors wherever required: W.C pan with ISI marked white solid plastic 

seat and lid.

8.00 Each

34 Providing and applying white cement based putty of average thickness 1 

mm, of approved brand and manufacturer, over the plastered wall surface 

to prepare the surface even and smooth complete.

450.00 Each

35 Removing dry or oil bound distemper, water proofing cement paint and 

the like by scrapping, sand papering and preparing the surface smooth 

including necessary repairs to scratches etc.

450.00 Each
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36 Providing and fixing white vitreous china flat back  lipped front urinal basin 

of 430x 260x350mm size  with automatic flushing cistern with standard 

flush pipe and C.P. brass spreaders with brass unions and G.I clamps 

complete, including painting of fitting and  brackets cutting and making 

good the walls and floors wherever required: one urinal basin with 5 liters 

white P.V.C automatic flushing cistern.           

6.00 Each

37 Providing and fixing wash basin with C.I brackets, 15 mm C.P brass pillar 

taps, 32 mm C.P brass waste of standard pattern, including painting of 

fittings and brackets cutting and making good the walls wherever require: 

White vitreous china wash basin oval shape size 550x400mm with a single 

15 mm C.P brass piller tap.

12.00 Each

38 Providing and fixing 8 MM dia c.p/S.S jet with flexible tube up to 1 meter 

long with S.S triangular plate to European type W.C of quality and make as 

approved by engineer-in-charge

8.00 Each

39 Providing and fixing 600x450 mm beveled edge mirror of superior glass (of 

approved quality) complete with 6mm thick hard board ground fixed to 

wooden cleats with C.p. brass screws and washers complete.

12.00 Each

40 Providing and fixing PTMT bottle trap for wash basin and sink. Bottle trap 

31 mm single piece molded with  height of 270mm, effective length of tail 

pipe 260 mm from the centre of the waste coupling 77 mm breadth with 

25 mm minimum water seal, weighing not less than 260 gms.                                                  

12.00 Each

41 Providing and fixing PTMT 15 mm urinal spreader size 95x69x100 mm with 

1/2” BSP thread and shapes, weighing not less than 60 gms.

6.00 Each

42 Providing and fixing soil, waste and vent pipes: 

42.1 100 mm dia Centrifugally cast (spun)iron socket & spigot (S&S) pipe as per 

IS: 3989

15.00 Metre

42.2 75 mm diameter centrifugally cast (spun) iron socketed pipe as per IS: 

3989

45.00 Metre

43 Providing lead caulked joints to sand cast iron/centrifugally cast (spun)iron pipe

and fitting of diameter :
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43.1 100 mm 28.00 Each

43.2 75 mm 46.00 Each

44 Providing and fixing trap of self-cleansing design with screwed down or 

hinged grating with or without vent arm complete, including cost of 

cutting and making good the walls and floors: 100 mm inlet and 75 mm 

outlet Sand cast iron S&S as per IS -3989 

26.00 Each

45 Providing and fixing chlorinated polyvinyl chloride (CPVC) pipes having 

thermal stability for hot & cold water supply, including all CPVC plain & 

brass threaded fitting, i/c fixing the pipe with clamps at 1.00m spacing .this 

includes jointing of pipes & fitting with one step CPVC solvent cement and 

the cost of cutting chases and making good the same including testing of 

joints complete as per direction of Engineer-in- charge. Concealed  work 

including cutting chases & making good the work etc.

45.1 15 mm nominal outer dia pipes 70.00 Meter

45.2 20mm nominal outer dia pipes 75.00 Meter

45.3 25 mm nominal outer dia pipes 25.00 Meter

46 Providing and fixing PTMT  connection pipe with washer etc. complete

46.1 45 cm length

46.1.1 15 mm nominal bore 30.00 Each

47 providing and fixing C.P brass bib cock of approved quality conforming to 

IS : 8931: 15 mm nominal bore

14.00 Each
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48 Providing and fixing C.P brass long body bib cock of approved quality 

conforming to IS standards and weighing not less than 690 gms

48.1 15 mm nominal bore 14.00 Each

49 Providing and fixing C.P brass stop cock (concealed) of standard design and 

of approved make conforming to IS: 8931
49.1 15 mm nominal bore 14.00 Each

50 Providing and fixing C.P brass angle valve for basin mixer and geyser points 

of approved quality conforming to IS:8931 15 mm nominal bore

30.00 Each

51 Providing and fixing C.P Brass extension nipple (Size 15 mm x 50 mm) of 

approved make and qulity as per direction of Engineer-in charge.

45.00 Each

52 Providing and fixing PTMT swiveling shower, 15 mm nominal bore 

weighting not less than 40 gms.

14.00 Each

53 Providing and fixing PTMT soap Dish holder having length of 138 mm 

breadth 102 mm, length of 75 mm with concealed fitting arrangements, 

weighing not less than 106 gms.

14.00 Each

54 Providing and fixing laying water proofing treatment in sun ken portion of 

WCs. bathroom etc. by applying cement slurry mixed with water proofing 

cement compound consisting of applying: (a) First layer of slurry of cement 

@ 0.488kg/sqm mixed with water proofing cement compound @ 

0.253kg/sqm . This layer will be allowed to air cure for 4 hours. (b) Second 

layer of slurry of cement @ 0.242 kg/sqm mixed with water proofing 

cement compound @ 0.126 kg/sqm. This layer will be allowed to air cure 

for 4 hours followed with water curing for 48 hours. The rate includes 

preparation of surface, treatment and sealing of all joints, corners, 

junctions of pipes and masonry with polymer mixed slurry.

80.00 Sqm
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55 Raking out joints in lime or cement mortar upto 25mm depth and 

preparing the surface for re-pointing or replastering including disposal of 

rubbish to the dumping ground, all complete as per direction of Engineer-

in-charge. 

105.00 Sqm

56 Flusing pointing with cement mortar  1:3 (1 cement : 3 fine sand) mixed 

with 2% of integral water proofing compound by weight of cement for flat 

tile bricks on top of mud phaska :
56.1 With F.P.S brick tiles 75.00 Sqm

57 Providing and fixing stainless steel (Grade 304) railing made of Hollow 

tubes, channels, plates etc., including welding, grinding, buffing, polishing 

and making curvature (wherever required) and fitting the same with 

necessary stainless steel nuts and bolts complete, i/c fixing the railing with 

necessary  accessories & stainless steel dash fasteners, stainless steel bolts 

etc., of required size, on the top of the floor or the side of waist slab with 

suitable arrangement as per approval of Engineer-in-charge, (for payment 

purpose only weight of stainless steel members shall be considered 

excluding fixing accessories such as nuts, bolts, fasteners etc.).  

100.00 kg

58 Refilling of excavated material sunken floors after mixing with jamuna  

sand and cement 1:4 (1 cement : 4 jamuna sand all complete as per 

direction of Engineer-in-charge.

16.00 Cum

Total  Cost (In Figures)

Percentage above/ below    ----------------------------------------------------------

Grand Total -------------------------------------------------------------------------------

Amount in words Rs --------------------------------------------------------------------

Signature of Contractor ---------------------------------------------------------------

Signature of the Tenderer

Total cost In Words Rs……………………………………


